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I credit AMSOIL Compressor Oil with
savings in five areas. By helping our
compressors run 20°F to 40°F cooler,
we no longer need fans and special
ventilation systems for heat reduction.
With those cooler operating tempera-
tures and the high-quality fluid, our
valves don’t carbon up, so we don’t
have to replace them as often. Our
compressors draw 10 percent less
amperage with AMSOIL Compressor
Oil. Our oil consumption is way down.
And we’ve gone from three-month
to 8000-hour compressor oil drain
intervals. Multiply those savings times
thousands of compressors and you can
see why we’re installing AMSOIL
Compressor Oil nationwide.

—JOHN SMALL, SEARS

C

AMSOIL products and Dealership information are
available from your local AMSOIL Dealer.
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Commercial Products
Lubricants, filters and services 

for off-road applications

Reduced operating costs • Greater fuel economy
Increased equipment durability • Extended drain intervals
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2 INDUSTRIAL PRODUCTS

AMSOIL Synthetic PC Series
Compressor Oils (PCH, PCI, PCJ,
PCK, PCL) are made from high-
quality synthetic oils. They promote
long compressor life through reduced
component wear, corrosion protec-
tion and resistance to water degrada-
tion and lubricant breakdown. 

Application Recommendations
AMSOIL Synthetic PC Series
Compressor Oils are recommended
for use in single-stage and multi-
stage rotary screw, vane and recip-
rocating compressor crankcases and
cylinders, vacuum pumps and other
compressor applications. Available

in five viscosity grades, AMSOIL
PC Series Synthetic Compressor
Oils match compressor manufac-
turer viscosity recommendations.
Performance Features
AMSOIL Synthetic PC Series
Compressor Oils are highly resist-
ant to thermal and oxidative break-
down, which inhibits carbon
buildup. The inhibition of carbon
buildup promotes efficient, normal
temperature-range operation.

AMSOIL PC Series Synthetic
Compressor Oils are formulated to
keep water from mixing with the oil
and deteriorating its lubricating

AMSOIL SIROCCO®

Synthetic Compressor
Oil (SEI) is a high-qual-
ity, long-life fluid for-
mulated with premium
synthetic ester technol-
ogy. SIROCCO® effec-
tively protects against
wear, oxidation, foam and
rust, while its inherent lubricity 
and thermal conductivity reduce
heat and energy consumption,
increasing operating efficiency 
and reducing maintenance costs.
Application Recommendations
AMSOIL SIROCCO® Synthetic
Compressor Oil is a multi-viscosity
oil meeting the requirements of
5W-20. It may be used in applica-
tions calling for either an ISO-32

or ISO-46 compressor oil or
coolant and is recommended
for use in single- and multi-
stage rotary screw compres-
sors and vacuum pumps that
call for this viscosity.
Performance Features
AMSOIL SIROCCO® Synthetic

Compressor Oil maintains perform-
ance across a wide operating tem-
perature range. Its low pour point,
high viscosity index and lack of
paraffins (wax) make it an excel-
lent all-season lubricant.

SIROCCO® is also highly 
resistant to water. It is formulated
to prevent damaging oil/water
emulsions, allowing for longer
lubricant life and ease of water
removal from the sump.

AMSOIL SIROCCO® Synthetic
Compressor Oil resists oxidation,
foaming and rust for extended-
drain performance.

AMSOIL SIROCCO® Synthetic
Compressor Oil has higher flash,
fire and auto-ignition points than
competitive petroleum oils. Its
resistance to carbon formation
and its ashless additive system
minimize the incidence of deposits
acting as ignition-promoting
hot spots.

AMSOIL SIROCCO® Compres-
sor Oil safely replaces PAG-type
compressor oils, such as Ingersoll-
Rand SSR Ultra-Coolant® or Sullair
Sullube 32,® following normal
oil change procedures, without
extensive flushing.

ability. AMSOIL PC
Series Synthetic
Compressor Oils are
also formulated for
easy water removal,
with no need for specialized 
water removal processes.

Safety Advantage
AMSOIL Synthetic PC Series
Compressor Oils’ higher flash, fire
and auto-ignition points and reduced
tendency to form carbon deposits
makes them a reduced fire or explo-
sion hazard as compared to conven-
tional petroleum compressor oils.
However, PC Series Compressor Oils
are not considered non-flammable.

Compressor Oils

SIROCCO® Synthetic
Compressor Oil

PCI

SEI

THERMAL RANGE
Flash points/Pour points

Chevron
Compressor

Oil
ISO 46

224° C (435° F)
to 

-27° C  (-17° F)

AMSOIL
PCI

ISO 46

254° C (489° F)
to 

-48° C  (-54°F)

AMSOIL
SEI

ISO 32⁄46

252° C (487° F)
to 

-43° C  (-45°F)

250

175

100

25

-50

482

347

212

77

-58

°C °F
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G-1009 99345_G-1009_85402  12/17/10  8:02 AM  Page 2




